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T5 High Performance Fluorescent Tubes (requires special ballast)

F96/T12/SCB/50/HO

——

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE “
24 T5 MINI BIPIN| 20928 FP24/830/HO/ECO 24 MO. | 20,000 2,000 222 40 b
24 T5 MINI BIPIN| 20929 FP24/835/HO/ECO 24 MO. | 20,000 | 2,000 222 40
24 T5 MINI BIPIN| 20931 FP24/841/HO/ECO 24 MO. | 20,000 | 2,000 22.2 40
39 T5 MINI BIPIN} 20854 FP39/830/HO/ECO 24 MO. | 20,000 3,500 34 40
39 T5 MINI BIPIN| 20855 - FP39/835/HO/ECO 24 MO. | 20,000 3,500 34 40
39 T5 MINI BIPIN| 20934 FP39/841/HO/ECO 24 MO. | 20,000 3,500 34 40
54 T5 MINI BIPIN| 20903 FP54/830/HO/ECO 24 MO. | 20,000 5,000 45.8 40
54 T5 MINI BIPIN| 20858 FP54/835/HO/ECO 24 MO. | 20,000 5,000 45.8 40
54 T5 MINI BIPIN{ 20860 FP54/841/HO/ECO 24 MO. | 20,000 5,000 45.8 40
54 T5 MINI BIPIN| 20861 FP54/850/HO/ECO 24 MO. | 20,000 5,000 45.8 40

T8 Energy-Savmg Fluorescent Tubes (requires special ballast)

The newest technology in energy savings - low wattage, high lumen output.

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS [LUMENS| MOL |[CASE
17 T8 BIPIN 21830 FO17/T8/730 24 MO. | 24,000 1,325 24 25
17 T8 BIPIN 21832 FO17/T8/735 24 MO. | 24,000 1,325 24 25
17 T8 BIPIN 21831 FO17/T8/741 24 MO. | 24,000 1,325 24 25
17 T8 BIPIN 21833 FO17/T8/750 24 MO. | 24,000 1,325 24 25 “ '
25 T8 BIPIN 21828 FO25/T8/730 24 MO. | 24,000 | 2,125 36 25
25 T8 BIPIN 21817 FO25/T8/735 24 MO. | 24,000 2,125 36 25
25 T8 . BIPIN 21829 FO25/T8/741 24 MO. | 24,000 2,125 86 25
25 T8 BIPIN 21816 FO25/18/750 24 MOQ. | 24,000 | 2,125 36 25
28 T8 BIPIN 20820 F028/T8/SCB/850 24 MO. | 34,000 3,100 48 25
32 T8 BIPIN 218251 F032/T8/SCB/830 24 MO. | 34,000 3,100 48 25
32 T8 BIPIN 218201 F032/T8/SCB/835 24 MO. | 34,000 3,100 48 25
32 T8 BIPIN 218221 F032/T8/SCB/841 24 MO. | 34,000 3,100 48 25
32 T8 BIPIN 20821 F032/T8/SCB/850 24 MO. | 34,000 3,100 48 25
32 T8 BIPIN 21880 F032/T8/SCB/950 24 MO. | 30,000 2,000 48 25
32 T8 BIPIN 218231 FO32/T8/EX 24 MO. | 30,000 | 2,780 48 25
32 T8 BIPIN 21968 F032/T8/735/UU6 24 MO. | 30,000 | 2,650 24U 20
32 T8 BIPIN 21969 FO32/T8/741/U6 24 MO. | 30,000 | 2,650 24U 20
32 T8 BIPIN 21973 F032/T8/750/U6 24 MO. | 30,000 2,650 24U 20
32 T8 BIPIN 21975 F032/T8/SCB/850/UU6 24 MO. | 34,000 2,750 24U 20 '
59 T8 1-PIN 218548 : F,OQSIT&/?SO 24 MO. | 20,000 5,700 96 24
59 T8 1-PIN 21839S F096/T8/735 24 MO. | 20,000 | 5,700 96 24
59 T8 1-PIN 218408 F096/T8/741 24 MO. | 20,000 5,700 96 24
59 T8 1-PIN 20845 F096/T8/SCB/850 24 MO. | 34,000 5,800 96 24
86 T8 1-PIN 612535 F096/T8/SCB/850/HO 24 MO. | 20,000 8,200 96 24
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Super Color Brite Fluorescent Tubes 5000° KELVIN - 82% CRI

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE
17 T8 BIPIN 218331 F17T8/SC8/50 24 MO.| 34,000 1,350 24 25 “
25 T8 BIPIN | 218161 F25/T8/SCB/50 24 MO.| 34,000 2,800 36 25
28 T8 BIPIN 20820 FO28/T8/SCB/850 24 MO.| 34,000 3,100 48 25
32 T8 BIPIN 60766 FO32/T8/SCB/850/HL 24 MO.| 34,000 3,100 48 25
32 T8 BIPIN 21975 FO32/T8/SCB/850/U6 24 MO.| 30,000 2,750 24 20
60 T8 1-PIN 20845 FO96/T8/SCB/850 24 MO.| 34,000 5,800 96 24
86 T8 1-PIN 612535 FO96/T8/SCB/850/HO 24 MO.| 20,000 8,200 96 24
20 T12 BIPIN 20195 F20/T12/SCB/50 24 MO.| 34,000 1,350 24 30
30 T12 BIPIN 20425 F30/T12/SCB/50 24 MO.|[ 34,000 2,380 36 30
40 T12 BIPIN 20620 F40/T12/SCB/50 24 MO.| 34,000 3,600 48 30
40 T12 BIPIN 21247 FB40/T12/U6/SCB/50 24 MO.| 34,000 3,150 24 12
75 T12 1-PIN 90895 F96/T12/SCB/50 24 MO.| 34,000 6,500 96 15
110 T12 RDC 21090 24 MO.| 34,000 9,670 96 15




PL, Circline and Miniature Fluorescent Lamp Ballasts

Cross Reference
NUMBER
OF BULBS VOLTS| CODE DESCRIPTION OSRAM UNIVERSAL QrTy
(1) FC8-22WATT 120 70740 ENCASED MB1X22/120CIRC| 547RSWSTCP 10
(1) FC 12-32WATT 120 70760 ENCASED MB1X32/120CIRC| 445RSWSTCP 10
(1) FC12 & (1) FC16 120 70750 ENCASED MB2X30/40/120RS 4491.RWS 10
PL 5,79 0r F4, F6, F8 120 71025 CORE & COIL - - 12
PL5,7,90rF4, Fe6, F8 120 71035 ENCASED - - 12
PL 13, F13-F20 120 71045 CORE & COIL - - 12
F13-F20 120 71055 ENCASED - - 12
4-Foot, 6-Foot & 8-Foot Fluorescent Lamp Ballasts
NUMBER Cross Reference
OF BULBS VOLTS CODE WATTS OSRAM UNIVERSAL |QTY
(1) F40 120 70790 50 MB1X40/120RS 412-L-SLH 10
(2) F40 120 31083 87 MB2X40/120RS 446-1L-SLH 10
(1) F40 277 70800 50 MB1X40/277RS 458-L-SLH .| 10
(2) F40 277 31084 89 MB2X40/277RS | 443-L-SLH | 10
(1) F72, F96 120 31100 87 MB1X96/1201S 822BR-TCP 6
(1) F72, F96 277 70900 86 MB1X96/2771S 828BR-TCP 6
(2) F72, F96/ES 120 31112 135 MB2X96/1201S | 806SLH-TCP 6
(2) F72, F96/ES 277 31113 140 MB2X96/2771S | 827SLH-TCP 6
(2) F72, FO6/HO 120 31120 243 MB2X96/HO/120RS | 480XLH-TCP 4
(2) F72, F96/HO 277 31121 242 MB2X96/HO/277RS | 487XLH-TCP | « 4
(2) F72, F96/VHO 120 31130 452 MB2X96/VHO/120RS | 960LH-TCP 4
(2) F48-F96/VHO 277 31131 423 MB2X96/VHO/277RS| 938LH-TCP 4
Fixture “Quick Reference”
LAY IN 2EP3GX33213836 2 X 4 PARABLIC UNIVOLT 3" DEEP
2G2UT8A 2 X 2 TROFFER UNIVOLT T8 U6
FF187 2 X 4 TROFFER UNIVOLT 2 LAMP 4'T8
FF1552 2 X 4 TROFFER UNIVOLT 3LAMP 4'T8
FF173 2 X 4 TROFFER UNIVOLT 4 LAMP 4’ T8
WRAPS FF175 WRAP UNIVOLT 2LAMP 4’ T8
FF180 WRAP UNIVOLT 4LAMP 4’ T8
8TW232A WRAP UNIVOLT 4L/F032/T8 8 TANDEM
STRIPS 4FT. FF1371 STRIP 120V 1LAMP 4’ T8
FF183 STRIP UNIVOLT 2LAMP 4 T8
STRIPS 8FT. S55296EB81 STRIP 120V UNIVOLT 2LAMP8FT 8'T8
FF128 STRIP 120V 2LAMP 8FT 8 T12HO
FF1272 STRIP 120V 4L/FO32T8 8' TANDEM
INDUSTRIALS F182 HOODED STRIP UNIVOLT 2LAMP 4'T8
FF1276 HOODED STRIP 120V 4L/FO32T8 8 TANDEM
FF130 HOODED STRIP 120V 2 LAMP 8 T12HO
VAPOR VT2232DRWL VAPOR/WET UNIVOLT 2LAMP 4'T8
VT2296HODR VAPOR/WET 120V 2LAMP 8 T12 HO
SLTT232 VAPOR/WET UNIVOLT 4L/FO32T8 8 TANDEM




24 Month
Warranty

12 Month
Warranty

. - L [ ] - .

Commercial Service Plus - Krypton - ‘A’ Lamps - 8,000 Hour
Where light output is critical, Commercial Service Pius lamps contain a special gas fill to extend their life from 5,000 to 8,000 hours and
increase light output. Compared to the name brands, Commercial Service Plus lamps will last 8 to 10 times longer!

WATTS | SHAPE BASE CODE DESCRIPTION VOLTS H%%I‘HIS H%L‘;ss LUMENS | MOL | CASE

25 A19 MED 11322 25/A19/KFR 120 8,000 8,000 N/A 47/16 | 120
25 A19 MED 11323 25/A19/KCL 120 8,000 8,000 N/A 4716 | 120
40 A19 MED 12089 40/A19/KFR 120 8,000 8,000 250 47/16 | 120
40 A19 MED 12099 40/A19/KCL 120 8,000 8,000 250 47/16 | 120
60 A19 MED 12559 60/A19/KFR 120 8,000 8,000 560 4716 | 120
60 A19 MED 12569 BO/AT9/KCL 120 8,000 8,000 560 47/16 | 120
78 A19 MED 12929 75/A19/KFR 120 8,000 8,000 870 4716 | 120
75 A19 MED 12939 75/A19/KCL 120 8,000 8,000 870 4716 | 120
100 A19 MED 13189 100/A19/KFR 120 8,000 8,000 1,060 | 47/16 | 120
100 A19 MED 13199 100/A19/KCL 120 8,000 8,000 1,060 | 4716 | 120
150 A21 MED 13619 150/A21/KFR 120 8,000 8,000 1,620 (415/16| 120
150 A21 MED 13609 150/A21/KCL 120 8,000 8,000 1,620 |(415/16] 120
Three Way Commercial Service Lamps

WATTS | SHAPE | BASE | CODE DESCRIPTION VOLTS | HOURS | HOURS LUMENS, MOL |CASE
120V | 130

301100 | A21 MED | 12060 30/100/A21/FR 130 | 10,800 | 4,000 | N/A | 5516 | 120

50/150 | A21 MED | 12530 50/150/A21/FR 130 | 16,200 | 6,000 | NA | 5516 | 120

You can’t buy a better three way lamp than the Commercial Service Three Way. Life rated up to 6,000 hours as compared to 1,200 -
hours for the name brands. You can expect 4 to 6 times longer life!

Rough Service Lamps - Super Duty

You've tried the cheap rough service lamps. Now try one that really takes a beating. Designed with a special filament that will stand up
to frequent vibrations, bumps, and shocks. Especially useful in elevators, trouble lights and other areas prone to vibration.

WATTS | SHAPE BASE CODE DESCRIPTION VOLTS H102l(JJI:t,S H%%cs LUMENS| MOL |(CASE
50 A19 MED 70044 50/A19/RS 130 10,800 | 4,000 N/A 47116 | 120
75 A19 MED 12991 75/A19/RS 130 10,800 | 4,000 N/A 47/16 | 120
100 A19 MED 13321 100/A19/RS 130 10,800 | 4,000 N/A 47M16 | 120
150 A21 MED 70045 150/A21/RS 130 10,800 | 4,000 N/A 55/16 | 120
= <
Tuff Skin - Shatter Proof Lamps
TUFF SKIN coated bulb prevents broken glass from escaping if dropped; also prevents thermal ‘Z\w
shock burnouts from weather or water. Use in mechanic trouble lights and food processing areas. s
TUFF SKIN bulbs meet USFDA requirements for covered light bulbs.
WATTS | SHAPE BASE CODE DESCRIPTION VOLTS H%lées H103l(.;\F;S LUMENS| MOL |[CASE
25 A19 MED 70052 25/A19/TUFF 130 13,500 | 5,000 N/A 47/16 | 120
40 A19 MED 70053 40/A19/TUFF 130 13,500 | 5,000 N/A 47/16 | 120
40 A15 MED 04424 40A15/TUFF 130 13,500 | 5,000 N/A 35/16 | 120
60 A15 MED |04509TF 60/A15/TUFF 130 13,500 | 5,000 N/A 35/16 | 120
60 T™M9 MED 12880TS 60/TM/TUFF 130 13,500 2,500 N/A 33/4 | 100
60 A19 MED 15020 60/A19/TUFF 130 13,500 | 5,000 N/A 47/16 | 120
65 BR30 MED 221108 65/BR30/TUFF 130 13,500 | 5,000 N/A 53/16 | 30
75 A19 MED 15022 75/A19/TUFF 130 13,500 | 5,000 N/A 4716 | 120
100 A19 MED 15030 100/A19/TUFF 130 13,500 | 5,000 N/A 4716 | 120
150 PS25 MED 15040 - 150/PS25/TUFF 130 10,800 | 5,000 N/A 613/16 | 60
120 BR40 MED 13952 120/BR40/TUFF 130 13,500 | 5,000 N/A 6 9/16 24
200 PS25 MED 70055 200/PS25/TUFF 130 14,000 | 4,000 N/A 81/16 | 60
300 PS30 MED 70056 300/PS30/TUFF 130 14,000 | 5,000 N/A 91/8 24

* All Fluorescent Lamps Available in tuff skin! T5, T6, T8, T10, T12 Call For Prices *
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Appliance Bulbs - Commercial Service

12 Month

Warranty
APPLIANCE BULBS are used in ovens, refrigerators and microwaves. Sometimes used in exit light fixtures.
WATTS | SHAPE BASE CODE DESCRIPTION VOLTS H%%I‘RIS H%l(l)!\%ls LUMENS| MOL |CASE
25 A15 MED 70018 25A15/CL 130 13,500 | 5,000 N/A 31/2 120
25 A15 MED 70019 25A15/FR 130 13,500 | 5,000 N/A 3172 120
= 40 A15 MED 12065 40A15/CL 130 13,500 | 5,000 N/A 312 120
- 40 A15 MED 12070 40A15/FR 120 5,500 | 5,000 N/A 31/2 120
60 At5 MED 04509 60A15/FR - 120 5,000 | 5,000 N/A 312 120
60 A15 MED 12067 B60A15/CL 120 5,000 5,000 N/A 31/2 120

Exit Sign Lamps - Indicator Lamps - Commercial Service

Commercial Service exit and indicator lamps for all applications. If you are replacing these more than once a year, you should consider
the LED retrofit shown below or replace your old sign with a new LED sign.

WATTS | SHAPE | BASE | CODE DESCRIPTION VOLTS | HOURS | LUMENS| MOL |CASE
6 S6 | CAND | 11010 6S6/CLEAR 130 | 3500 | 50 | 178 | 50
7 c7 | CAND | 11060 7C7/CLEAR 130 | 3500 | 46 | 218 | 50
7 S11 MED | 11090 7/S11/CLEAR - 130 | 3500 | 53 | 214 | 100
15 T6 | CAND | 11275 15/T6/CAND/145V 145 | 5000 | 102 | 3116 | 60
15 7 DCB | 03889 15/T7/DCB/130V 130 | 600 | 108 | 214 | 50
20 T6 INTER | 11290 | 20T6/NTER 130 | 3000 | 90 | 512 | 60
20 T6 DCB | 11300 20T6/DCB 130 | 3000 | 90 | 512 | 60
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* Wire Guards or Vandal Proof Enclosures Available for All Exit Signs and Emergency Fixtures *
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Replacement batteries available for emergency lighting, computer backups,
pagers, door locks, and many other types of equipment - Cali for a quote!

If you don’t see what you’re looking for, call us for even more lamps and supplies!




Cooler - Freezer Fluorescent Lamps

WATTS SHAPE | BASE | CODE DESCRIPTION CRI HOURS | LUMENS MoL CASE
40 T8 Bi-Pin ]21895S FO40/T8/841 82 30,000 3650 60 30
40 T8 Bi-Pin |22145S FO40/T8/835 82 30,000 3650 60 30
40 T8 Bi-Pin ]21912S|+ FO40/T8/830 82 30,000 3650 60 30
58 T8 Bi-Pin | 35445 F58/T8/840 85 24,000 5300 60 25
58 T8 Bi-Pin |35444G F58/7T8/835 85 20,000 5200 60 25
70 T8 Bi-Pin 35580 F70/T8/840 85 15,000 6000 72 25

Available 30k, 35k, 40k, 50k, 65k, and tuff coated.
Tube Covers and End Caps
@ ‘ SIZE CODE DESCRIPTION QTyY
= 24" 8824 SAFETY SHIELDS & END CAPS 24
N 48" 5548 SAFETY SHIELDS & END CAPS 24
48” SS848UV ULTRA VIOLET BLOCK 24
72" 8872 SAFETY SHIELDS & END CAPS 24
96" S896 SAFETY SHIELDS & END CAPS 24
96" SS96UV ULTRA V{OLET BLOCK 24
48" 554878 SAFETY SHIELDS & END CAPS 24
96" §896T8 SAFETY SHIELDS & END CAPS 24
SSHS HEAT SINK SCREEN 48
SSENDCAPSOP OPEN END CAP T12 48
SSENDCAPSTS OPEN END CAP T8 48

COLORS: AMBER-BLUE-PINK-RED-GREEN. UV = ULTRA VIOLET FILTER

Prismatic Lenses - Plastic Louvers - Aluminum Louvers
U.V. Filtering Products - Diffusers - Lens Accessories

Threaded Jars - Globes & Accessoaries - Cubes - Ellipsoids - Domes

Vapor-proof Products - Wire Guards - Security Mirrors
Custom Made Products

Lighting Diffusers

Are your old lighting diffusers yellow? Broken? Unsalvageable?
Over one thousand different shapes and sizes available! Replace them with Custom Wraparound Diffusers. Here’s how:

Also available —

7

1. Remove the old diffuser
from the existing light fixture.

the diffuser.

2. Place the end of your present
diffuser on a sheet of paper and
trace the inside and outside of

3. Measure the exact
length of the old diffuser.

4. Specify type of plastic pattern—clear prismatic acrylic or smooth white acrylic.
5. If end caps are desired, send a sketch of the end caps with a sketch of the diffuser.

6. If the diffuser and end caps cannot be sent, send your original drawing
and dimensions and your Budget Lighting sales representative will respond to

your inquiry immediately.
7. Special order diffusers are not returnable.

Flat sheets, eggcrates,
and parabolics. Available

in white, silver or gold.

Sample Diffuser Shapes

L

If you don’t see what you’re looking for, call us for even more lamps and supplies!




Cool White Fluorescent Tubes 4150° KELVIN - 62% CRI

m b | | waTTs | sHAPE | BASE | copE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE
4 T5 MINI 20010 F4/T5/CW 6,000 135 6 50

1 6 T5 MINI 20020 F6/T5/CW 7,500 290 9 50
8 T5 MINI 20030 F8/T5/CW 7,500 395 12 50
14 T8 BIPIN | 70104 F14/TBICW 7,500 740 15 25
14 T12 BIPIN | 70105 F14/T12/CW 7,500 | 680 15 30
15 T8 BIPIN | 20040 F15/T8/CW 24 MO. | 34,000 | 875 18 24
15 T12 BIPIN | 70250 F15/T12/CW 7,500 | 780 18 30
20 T12 BIPIN | 20120 F20/T12/CW 24 MO. | 34,000 | 1,200 24 30
30 T8 BIPIN | 20200 F30/T8/CW 24 MO. | 34,000 | 2,200 36 24
30 T2 BIPIN | 20400 F30/T12/CW 24 MO. | 34,000 | 2,250 36 30

w .. 34 T12 BIPIN | 21242 FB34/CW/U-6/ES 24 MO. | 34,000 | 2,400 | 24U | 12
40 T12 BIPIN | 70103 FB40/CW/U-3/ES 12,000 | 2,725 | 24U | 12

Slimline Cool White -~ Single Pin

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS [LUMENS| MOL | CASE
39 T12 1-PIN 20650 F48/T12/CW 24 MO.| 34,000 | 2,900 48 15
50 T12 1-PIN 70400 F60/T12/CW 24 MO. | 34,000 | 3,450 60 15
55 T12 1-PIN 20750 F72/T12/CW 24 MO. | 34,000 | 4,450 72 15

High-Output Cool White - Recessed Double Contact

[ ] WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS [LUMENS| MOL |CASE
60 T12 RDC 21050 F48/T12/CW/HO 24 MO.| 34,000 | 4,050 48 15
75 T12 RDC 70560 F60/T12/CW/HO 24 MO.| 34,000 | 5,400 60 15
85 T12 RDC 21060 F72/T12/CW/HO 24 MO. | 34,000 | 6,350 72 15
95 T12 RDC 21071 F96/T12/CW/HO/ES 24 MO.| 34,000 | 8,000 96 15
110 Ti12 RDC 21070 F96/T12/CW/HO-O 24 MO. | 34,000 | 8,800 96 15

Very-High-Output Cool White - Recessed Double Contact

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS | LUMENS| MOL |CASE
110 T12 RDC 21150 F48/T12/CW/VHO 15,000 | 7,050 48 30
135 T10 RDC G40441 F60/T10/CW/VHO 6,000 8,000 60 60
160 T12 RDC 21160 F72/T12/CW/VHO 24 MO.| 34,000 | 11,250 72 15
215 T12 RDC 21170 F96/T12/CW/VHO 24 MO.| 34,000 | 16,000 96 15

Circline Fluorescent Tubes

WATTS | SHAPE | BASE CODE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE
20 T9 4-PIN 70200 FC6/T9/CW 12 MO. | 8,000 750 6 12
22 T9 4-PIN 21250 FC8/T9/CW 12MO. | 11,000 | 1,050 8 12
22 T9 4-PIN 21251 FC8/T9/WW 12MO. | 11,000 | 1,050 8 20
32 T9 4-PIN 21260 FC12/T9/CW 12 MO. | 15,000 | 1,925 12 12
32 T9 4-PIN 21270 FC12/T9/WW 12 MO. | 15,000 | 1,950 12 12
40 T9 4-PIN 21280 FC16/T9/CW 12 MO. | 18,000 | 2,750 16 12

If you don’t see what you’re looking for, call us for even more lamps and supplies!




T6 Circline Fluorescent Tubes

WATTS | SHAPE | BASE | CODE DESCRIPTION WARR | HOURS [LUMENS| MOL |CASE
18 T6 4-PIN |TC32018 18W/T6 LAMP |12M0.| 10,000 | 1,200 | 575 | 12
27 T6 4-PIN  |TC32027 27W/T6 LAMP 12MO. | 10,000 | 2,000 | 750 | 12
a3 T6 4-PIN |TC32032 32W/T6 LAMP 12MO. | 10,000 | 2200 | 9.00 | 12
33 | T6DBL| 4-PIN |TC32033] 33W/T6 DOUBLE LAMP |12MO.| 10,000 | 2,150 | 550 | 12
40 | TeDBL| 4-PIN |TC32040{ 40W/T6 DOUBLE LAMP |12MO.| 10,000 | 2,800 | 7.50 | 12
58 | T6DBL| 4-PIN |TC32058| 58W/T6 DOUBLELAMP |12MO.| 10,000 | 3,700 | 9.00 | 12

Ordering Suffix: 3100°K (31k), 3500°K (35k), 4100°K (41k), 5100°K (51k), 6500°K (65k)
U-Bent Fluorescent Tubes
The 4 foot lamp that fits in a 2 foot fixture. U-Bent High Output Lamps available — call for pricing.

WATTS | SHAPE | BASE | CODE DESCRIPTION WARR | HOURS [LUMENS| MOL |CASE
34 T12 BIPIN | 21242 FB34/CW/UB 24 MO. | 34,000 | 2,400 | 24U | 12 ﬂ
34 T12 BIPIN | 21245 FB34/WW/US 24 MO. | 34,000 | 2,600 | 24U | 12 '
40 T12 BIPIN | 70103 FB34/CW/U3 12,000 | 2,725 | 24U | 12
40 T12 BIPIN | 21241 FB40/ABDX/U6 24 MO. | 34,000 | 2,400 | 24U | 12
40 T12 BIPIN | 21244 FB40/SL/UB 24 MO. | 34,000 | 1,980 | 24U | 12
40 T12 BIPIN | 21247 FB40/SCB/50/U6 24 MO. | 34,000 | 3,150 | 24U | 12
32 T8 BIPIN | 21968 F032/T8/735/U6 24 MO. | 30,000 | 2,650 | 24U | 20
32 T8 BIPIN | 21969 F032/T8/741/U6 24 MO. | 30,000 | 2,650 | 24U | 20
32 T8 BIPIN | 21973 FO32/T8/750/U6 24 MO. | 30,000 | 2,650 | 24U | 20 N
32 T8 BIPIN | 21975 | F032/T8/SCB/850/U6 |24 MO. | 30,000 | 2,750 | 24U | 20

-

High-Output Sign Fluorescent Tubes - Recessed Double Contact

WATTS | SHAPE | BASE | CODE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE
35 T12 RDC | 10204 F18/T12/CW/HO 9,000 | 1,650 | 18 | 24 |
35 T12 RDC | 10205 F18/T12/DAY/HO 9,000 | 1,650 | 24 | 24 [
35 T12 RDC | 70500 F24/T12/CW/HO 9,000 | 1,650 | 24 | 24
35 T12 RDC | 70510 F24/T12/DAY/HO 9,000 | 1,400 | 24 | 24
45 T12 RDC | 70521 F30/T12/CW/HO 9,000 | 2,250 | 30 | 24
45 T12 RDC | 70522 F30/T12/DAY/HO 9000 | 1,920 | 30 | 24
45 T12 RDC | 705308 F36/T12/CW/HO 9,000 | 2,850 | 36 | 24
45 T12 RDC | 70540 F36/T12/DAY/HO 9,000 | 2500 | 36 | 24
45 T12 RDC |10559S F42/T12/CW/HO 9,000 | 2,500 | 42 | 24
45 T12 RDC  |10560S F42/T12/DAY/HO 9,000 | 2,500 | 42 | 24
60 T12 RDC | 21050 F48/T12/CW/HO 24 MO. | 34,000 | 4,050 | 48 15
60 T12 RDC | 70470 F48/T12/DAY/HO 24MO. | 34,000 | 3600 | 48 | 30
75 T12 RDC | 70560 F60/T12/CW/HO 24 MO. | 34,000 | 5,150 | 60 | 15
75 T12 RDC | 70570 F60/T12/DAY/HO 12,000 | 4600 | 60 | 30
75 T12 RDC 70580 F64/T12/CW/HO 12,000 5,750 64 24
75 T12 RDC | 10590 F64/T12/DAY/HO 12,000 | 4,900 | 64 | 24
85 T12 RDC | 21060 F72/T12/CW/HO 24 MO. | 34,000 | 6350 | 72 15
85 T12 RDC | 70490 F72/T12/DAY/HO 24 MO. | 34,000 | 5600 | 72 15
85 T12 RDC | 20785 F72/T12/ABDX/HO 24 MO. | 34,000 | 5150 | 72 15
100 T12 RDC | 13766 F84/T12/CW/HO 12,000 | 7,600 | 84 15 '
100 T12 RDC | 70450 F84/T12/DAY/HO 12,000 | 6,700 | 84 15
110 T12 RDC | 21070 F96/T12/CW/HO-O |24 MO. | 34,000 | 8,800 | 96 15
110 Ti2 RDC | 70480 | F96/T12/DAY-PLUS/HO |24 MO. | 34,000 | 6,750 | 96 15
110 T12 RDC | 21080 F96/T12/ABDX/HO 24 MO. | 34,000 | 7,165 | 96 15
110 T12 RDC | 70310 F96/T12/SL/HO 24 MO. | 34,000 | 6450 | 96 | 15
110 T12 RDC | 21090 F96/T12/SCB/HO/50 |24 MO. | 34,000 | 9,350 | 96 | 15
124 T12 RDC | 70605 F108/T12/CW/HO 12,000 | 10,350 | 108 | 10
124 T12 RDC | 70610 F108/T12/DAY/HO 12,000 | 8800 | 108 | 12
132 T12 RDC | 70615 F117/T12/CW/HO 12,000 | 11,200 | 117 | 10
132 T12 RDC | 70620 F117/T12/DAY/HO 12,000 | 9500 | 117 | 12
135 T12 RDC | 70625 F120/T12/CW/HO 12,000 | 11,500 | 120 | 10
135 T12 RDC | 70630 F120/T12/DAY/HO 12,000 | 9,750 | 120 | 12




Cooler - Freezer Fluorescent Lamps

WATTS SHAPE | BASE | CODE DESCRIPTION CRI HOURS | LUMENS MOL CASE
40 T8 Bi-Pin |21895S FO40/T8/841 82 30,000 3650 60 30
40 T8 Bi-Pin |22145S FO40/T8/835 . 82 30,000 3650 60 30
40 T8 Bi-Pin |21912S. FO40/T8/830 82 30,000 3650 60 30
58 T8 Bi-Pin | 35445 F58/78/840 - 85 24,000 5300 60 25
58 T8 Bi-Pin |35444G F58/T8/835 85 20,000 5200 60 25
70 T8 Bi-Pin | 35580 F70/T8/840 85 15,000 6000 72 25

Available 30k, 35k, 40k, 50k, 65k, and tuff coated.

Tube Covers and End Caps

SIZE CODE DESCRIPTION QTY

% 24" 5524 SAFETY SHIELDS & END CAPS 24
A, 48" 58548 SAFETY SHIELDS & END CAPS 24
| 48” 5548UV ULTRA VIOLET BLOCK 24

72" 8872 SAFETY SHIELDS & END CAPS 24
96" SS96 SAFETY SHIELDS & END CAPS 24
96” SS96UV ULTRA VIOLET BLOCK 24
48” 5548T8 SAFETY SHIELDS & END CAPS 24
96" 889678 SAFETY SHIELDS & END CAPS 24
SSHS HEAT SINK SCREEN 48

SSENDCAPSOP OPEN END CAP T12 48

SSENDCAPSTS OPEN END CAP T8 48

COLORS: AMBER-BLUE-PINK-RED-GREEN. UV = ULTRA VIOLET FILTER

Prismatic Lenses - Plastic Louvers - Aluminum Louvers
U.V. Filtering Products - Diffusers - Lens Accessories
Threaded Jars - Globes & Accessories - Cubes - Ellipsoids - Domes
Vapor-proof Products - Wire Guards - Security Mirrors
Custom Made Products

Lighting Diffusers

Are your old lighting diffusers yellow? Broken? Unsalvageable?
Over one thousand different shapes and sizes available! Replace them with Custom Wraparound Diffusers. Here’s how:

Also available —
Flat sheets, eggcrates,
and parabolics. Available

in white, silver or gold.

2. Place the end of your present -
diffuser on a sheet of paperand - Measure the exact Sample Diffuser Shapes

1. Remove the old diffuser

from the existing light fixture. length of the old diffuser.

trace the inside and outside of

the diffuser. 1 f— y
4. Specify type of plastic pattern—clear prismatic acrylic or smooth white acrylic. :B @
5. If end caps are desired, send a sketch of the end caps with a sketch of the diffuser.
r

\

6. If the diffuser and end caps cannot be sent, send your original drawing
and dimensions and your Budget Lighting sales representative will respond to 1
your inquiry immediately.

7. Special order diffusers are not returnable.

S

- 7

If you don’t see what you’re looking for, call us for even more lamps and supplies!




Twin Tube ‘PL’ Fluorescents

WATTS | SHAPE BASE CODE DESCRIPTION HOURS |LUMENS| MOL |CASE (\,-\
5 T4 2-PIN G23 70650 PL5/2700 10,000 | 230 41/8 50
5 T-4 2-PIN G23 70655 PL5/4100 10,000 | 230 41/8 50
7 T-4 2-PIN G23 70660 PL7 /2700 10,000 | 400 5 1/4 50
.7 T4 2-PIN G23 70664 PL7 /3500 10,000 | 400 5 1/4 50
7 T-4 2-PIN G23 70665 PL7 /4100 10,000 | 400 51/4 50
7 T-4 2-PIN G23 70666 PL7 /5000 10,000 | 400 51/4 50
9 T-4 2-PIN G23 70670 PL9/2700 10,000 | 580 81/2 50 L1l
9 T-4 2-PIN G23 70674 PL9/3500 10,000 | 580 61/2 50
9 T-4 2-PIN G23 70675 PL9/4100 10,000 | 580 61/2 50
9 T-4 2-PIN G23 70676 PL9/5000 10,000 | 580 61/2 50 % L
13 T-4 2-PIN GX23 70680 PL13/2700 10,000 | 800 | 7716 50
13 T-4 2-PIN GX23 70683 PL13/3000 10,000 | 800 | 77/16 50 - e
13 T-4 2-PIN GX23 70684 PL13/3500 10,000 | 800 | 77/16 50
13 T-4 2-PIN GX23 70685 PL13/4100 10,000 | 800 | 77/16 50 G-23 GX23
13 T-4 2-PIN GX23 70686 PL13/5000 10,000 | 800 | 77/16 50
Double Twin Tube ‘Quad’ & ‘Triple Tube’ Fluorescents
WATTS | SHAPE BASE CODE DESCRIPTION HOURS |LUMENS| MOL |CASE B
9 T-4 2-PIN GX23-2 20450 PLQYIQ/270 10,000 525 43/8 | 50 "@
9 T-4 2-PIN GX23-2 20452 PLQ9Q/3500 10,000| 525 43/8 | 50 Fom
13 T-4 2-PIN GX23-2 20451 PLQ13Q/2700 10,000 780 | 415/16| 50 “L,J"j
13 T-4 2-PIN GX23-2 20454 PLQ13Q/3000 10,000 780 | 415/16| 50 Gx2a.0 -
13 T-4 2-PIN GX23-2 20453 PLQ13Q/3500 10,000 780 | 415/6| 50
13 T4 2-PIN GX23-2 20455 PLQ13Q/4100 10,000| 780 | 415/18| 50 .
13 T-4 2-PIN GX23-2 20456 PLQ13Q/5000 10,000| 780 | 415/16| 50 I-E"l :
18 T-4 2-PIN G24D-2 21451 PL18DD/827 10,000| 1,250« 6 50
18 T-4 2-PIN G24D-2 21452 PL18DD/830 10,000| 1,250 6 50 2-PIN
18 T-4 2-PIN G24D-2 21453 PL18DD/835 10,000 1,250 6 50
18 T-4 2-PIN G24D-2 21454 PL18DD/841 10,000 1,250 6 50 . G2aa3
26 T-4 2-PIN G24D-3 21461 PL26DD/827 10,000 1,825| 64/5| 50
26 T-4 2-PIN G24D-3 21462 PL26DD/830 10,000{ 1,825| 64/5| 50
2 T4 2-PIN G24D-3 21463 PL26DD/835 10,000 1,825| 64/5| 50
26 T-4 2-PIN G24D-3 21464 PL26DD/841 10,000 1,825| 64/5| 50
18 T-4 4-PIN GX24Q-2 20683 PL18DD/E/827 10,000] 1150 5.8 50 %
18 T-4 4-PIN GX24Q-2 20672 PL18DD/E/835 10,000| 1150 5.8 50
18 T-4 4-PIN GX24Q-2 20668 PL18DD/E/841 10,000 1150 5.8 50 l
26 T-4 4-PIN GX24Q-3 20684 PL26DD/E/827 10,000 1710 6.4 50 =7
26 T-4 4-PIN GX24Q-3 20673 PL26DD/E/835 10,000 1710} 64 | 50 GX24q-2 "H"
26 T-4 4-PIN GX24Q-3 20669 PL26DD/E/B41 10,000 1710 6.4 50
18 TRIPLE | 4-PIN GX24Q-2 22401 PL18DT/E/827 10,000 1200 48 50 4-PIN
18 TRIPLE |  4-PIN GX24Q-2 22402 PL18DT/E/830 10,000| 1200 48 50
18 TRIPLE |  4-PIN GX24Q-2 22403 PL18DT/E/835 10,000| 1200 48 50 %
18 TRIPLE | 4-PIN GX24Q-2 22404 PL18/DT/E/841 10,000 1200 4.8 50
26 TRIPLE | 4-PIN GX24Q-3 22411 PL26DT/E/827 10,000| 1800 5.2 50
26 TRIPLE | 4-PIN GX24Q-3 22412 PL26DT/E/830 10,000| 1800 5.2 50
26 TRIPLE | 4-PIN GX24Q-3 22413 PL26DT/E/835 10,000| 1800 5.2 50
26 TRIPLE | 4-PIN GX24Q-3 22414 PL26DT/E/841 10,000| 1800 5.2 50
32 TRIPLE | 4-PIN GX24Q-3 22421 PL32DT/E/827 10,000| 2400 5.6 50
32 TRIPLE | 4-PIN GX24Q-3 20422 PL32DT/E/830 10,000| 2400 5.6 50
32 TRIPLE | 4-PIN GX24Q-3 22423 PL32DT/E/835 10,000| 2400 5.6 50 TRIPLE
32 TRIPLE | 4-PIN GX24Q-3 22424 PL32DT/E/841 10,000| 2400 5.6 50
42 TRIPLE | 4-PIN GX24Q-4 22431 PL42DT/E/827 10,000| 3200 6.4 50
42 TRIPLE | 4-PIN GX24Q-4 22432 PL42DT/E/830 10,000| 3200 6.4 50
42 TRIPLE |  4-PIN GX24Q-4 22433 PL42DT/E/835 10,000| 3200 6.4 50 GX24q-4
42 TRIPLE | 4-PIN GX24Q-4 22434 PL42DT/E/841 10,000 3200 6.4 50
Twin Tube ‘PL’ Long Fluorescent
WATTS | SHAPE | BASE | CODE DESCRIPTION WARR | HOURS |LUMENS| MOL | CASE W
18 T-5 4-PIN | 21472 FT18DL/830 12 MO. | 12,000 | 1,250 9 10
18 T-5 4-PIN | 21473 FT18DL/835 12 MO. | 12,000 | 1,250 9 10
18 T-5 4-PIN | 21474 FT18DL/B41 12 MO. | 12,000 | 1,250 9 10
24 T-5 4-PIN | 21482 FT24DL/830 12 MO. | 12,000 | 1,800 | 129/10| 10 !l;l
24 T5 4-PIN | 21483 FT24DL/835 12MO. | 12,000 | 1,800 | 129/10]| 10 oo
24 T-5 4-PIN | 21484 FT24DL/841 12 MO. | 12,000 | 1,800 | 129/10| 10 o
36 T-5 4-PIN | 21492 FT36DL/830 12 MO. | 12,000 | 2,900 | 163/5 | 10 L
36 T-5 4-PIN | 21403 FT36DL/835 12MO. | 12,000 | 2,900 | 163/5 | 10 e
36 T-5 4-PIN 21494 FT36DL/841 12 MO. | 12,000 | 2,900 | 163/5 | 10 PL LONG




Metal Halide Lamps

Produces a nearly white light with good color rendering qualities. Widely used for lighting large work areas;
sports arenas, building facades, and auto lots. Note: Manufacturers of Metal Halide lamps recommend that
they be changed a minimum of every 10,000 hours. This reduces color shift, light loss, and ballast stress.

*

=

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS | LUMENS| MOL |CASE
50 ED17 MED 52312 MHS50/MED/U 24 MO. | 10,000 | 3,450 | 57/16 12
70 ED17 MED 70082 MH70/MED/U 24 MO. | 10,000 | 5,700 | 57/16 12
100 ED17 MED 64414 MH100/MED/U 24 MO. | 10,000 | 8,500 | 57/16 12
150 ED17 MED 64560 MH150/MED/U 24 MO. | 10,000 | 13,300 | 57/16 12
175 ED17 MED 15556 MH175/MED/U 24 MO. | 10,000 | 14,000 | 57/16 12
175 BT28 MOG 70077 MH175/U 24 MO. | 10,000 | 13,000 | 85/16 12
250 BT28 MOG 70078 MH250/U 24 MO. | 10,000 | 20,000 | 85/16 12
400 BT37 MOG 70079 MH400/U 24 MO. | 20,000 | 32,000 | 111/2 6
400 ED28 MOG 57540 | MH400/U/Reduced Jacket | 24 MO. | 20,000 | 36,000 | 85/16 12
360 BT37 MOG 70079EMS MS360/BU/EM* 24 MO. | 20,000 | 36,000 | 111/2 6
400 BT37 MOG 644455 Super MH400/ HOR* 24 MO. | 20,000 | 39,000 | 111/2 6
400 BT37 MOG 64445 Super MH400/ BU * 24 MO. | 20,000 | 39,000 | 111/2 6
1000 BT37 MOG 15332 | MH1000/U/Reduced Jacket| 24 MO. | 15,000 | 110,000| 111/2 6
1000 BT56 MOG 70080 MH1000 24 MO. | 15,000 | 110,000 153/8 6
1500 BT56 MOG 70081 MH1500 3,000 | 155,000| 153/8 6

HOR - Horizontal

BU - Base Up - Open Rated - Protected

— Now Available — lamp/ballast kits
* Super Metal Halide increases light output by nearly 20%. You must match up base orientation.
Diffused, Teflon coated, and PAR 38 metal halides are also available. Call us with your metal Ralide questions, we can help.

ASaves 40 watts, uses regular 400MH ballast

Pulse Start Metal Halide

Pulse Strike Lamps are designed for new and retrofit applications where energy consumption and lumen output
are a key concern. Increased light outputs, higher maintained lumens, and up to 50% increased lamp life.
Hot restrike only four minutes vs. 15 minutes on a normal metal halide.

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE
250 ED28 MOG 70078PS MS250/HBU/PS 24 MO. | 30,000 | 24,700 | 85/16 12
250 ED28 MOG 64658 MP250/BU/PS* 24 MO. | 30,000 | 24,700 | 85/16 12
320 BT28 MOG 225648 MS8320/BU-HOR/PS 24 MO. | 30,000 | 32,500 | 85/16 12
320 ED37 MOG 21714 MP320/BU/PS* 24 MO. | 30,000 | 32,500 | 85/16 12
350 ED28 MOG 22917 MS350/BU/PS 24 MO. | 30,000 | 37,000 | 85/16 12
350 ED28 MOG 22149 MP350/BU/PS* 24 MO. | 30,000 | 37,000 | 85/16 12
400 ED37 MOG 73531 MS400/BU/PS 24 MO. | 30,000 | 39,000 | 85/16 12

. 400 ED28 MOG 12445 MP400/BU/PS* 24 MO. | 30,000 | 39,000 | 85/16 12

30,000 hour life based on 120 hours on, 1 hour off* = Open Fixture Rated Vertical and Coated Lamps Available

Ballasts for Metal Halide Lamps

Cross Reference
NUMBER
OF BULBS VOLTS | CODE DESCRIPTION (ANSI) OSRAM UNIVERSAL QTy
(1) 50W MVR MULTI | 71A5105 | FIXERKIT - (M110) M50/MULTI-KIT M50MLTLC3M500K 1
(1) 70W MVR MULTI 711371 FIXER KIT - (M98) M70/MULTI-KIT M70MLTL3M500K 1
(1) 100W MVR MULTI 71141 FIXER KIT - (M90) M100/MULTI-KIT | M100MLTLC3M500K 1
(1) 150W MVR ~. | MULTI 71138 FIXER KIT - (M102) M150/MULTI-KIT | M150MLTLC3M500K 1
(1) 175W MVR MULT!H 71140 FIXER KIT - (M57) M175/SUPER 5-KIT | M175ML5ACM500K 1
(1) 250W MVR MULTI 71151 FIXER KIT - (M58) M250/SUPER 5-KIT | M250ML5ACMS00K 1
(1) 400W MVR 5 TAP 71160 FIXER KIT - (M59) M400/SUPER 5-KIT | M400ML5ACMS500K 1
(1) 1000W MVR 5 TAP 71170 FIXER KIT - (M47) M1000/SUPER 5-KIT| M1000MLSACMS500K 1
(1) 1500W MVR MULTI 71070 FIXER KIT - (M48) M1500/MULTI-KIT | M1500MLTAC5MS500K 1

If you don’t see what you’re looking for, call us for even more lamps and supplies!




Tungstén Halogen - Rough Service

Halogen bulb provides high lumens with excellent color rendition; for parking lots, security lighting, tennis courts etc.

WATTS | SHAPE | BASE | CODE DESCRIPTION VOLTS | HOURS |LUMENS| MOL |CASE
75 T4 MINI | 16000 Q75/T4/C 130 | 2,000 | 1,150 | 2316 | 10
75. | T4 DCB | 16002 Q75/T4/CIDC 130 | 2000 | 1.150 | 2716 | 10
100 T4 MINI | 16006 QI00/T4/C 130 | 2,000 | 1,800 | 2316 | 10
100 T4 DCB | 16007 Q100/T4/C/DC 130 | 2,000 | 1.800 | 27716 | 10
150 T4 MINI | 16008 Q150/T4/C 130 | 2,000 | 2800 | 2316 | 10
150 T4 DCB | 16009 Q150/T4/C/DC 130 | 2,000 | 2800 | 27/16 | 10
250 T4 MINI | 16010 Q250/T4/C 130 | 2,000 | 5000 | 3532 | 10
250 T4 DCB | 70074 Q250/T4/C/DC 130 | 2,000 | 5000 | 35532 | 10
300 T3 rRsC | 70075 Q300/T3/C 130 | 2,000 | 5950 |411/16| 10
500 T4 MINI | 16040 QB00/T4/C 130 | 2,000 | 10450 | 37716 | 10
500 T4 DCB | 43710 Q500/T4/C/DC 130 | 2,000 | 10.450 | 37/16 | 10
500 T3 RSC | 16050 Q500/T3/C 130 | 2,000 | 11,000 | 41116 | 10

1500 T3 RSC | 16070 Q1500/T3/C/240 240 | 2,000 | 33,000 | 101116 | 12
1500 T3 RSC | 16080 Q1500/T3/C/277 277 | 2,000 | 33.000 | 101/16 | 12

RSC

=

MINI-CAN

High-Pressure Sodium Lamps

1

Energy efficient with long life; produces warm golden light; 2 times the light output of mercury vapor. Used for outdoor and industrial
high bay illumination. NOTE: Call for deluxe white prices.

WATTS | SHAPE BASE CODE DESCRIPTION WARR | HOURS |LUMENS| MOL |CASE
35 B17 MED 88000 LU3S/MED 24 MO. | 24,000 2,250 | 57/16 24
50 B17 MED 88010 LUS0/MED . 24 MO. | 24,000 4,000 | 57/16 24
50 E23 MOG 88020 LUSO/MOG 24 MO. | 24,000 4,000 7 3/4 24
70 B17 MED | 88030 LU7O/MED 24 MO. | 24,000 | 6,300 | 57/16 | 24
70 E23 MOG | 88040 LU70/MOG 24 MO. | 24,000 | 6,300 | 734 | 24
100 B17 MED | 88050 LU100/MED 24 MO. | 24,000 | 9,500 | 57/16 | 24
100 E23 MOG 88060 LU100MOG 24 MO. | 24,000 9,500 7 3/4 24
150 B17 MED | 70170 LU1S0/MED - 24 MO. | 24,000 | 16,000 | 53/4 | 24
150 E23 MOG | 88070 LU1S0/MOG 24 MO. | 24,000 | 16,000 | 73/4 | 12
250 E18 MOG | 88080 | LU250/MOG - 24 MO. | 24,000 | 27,500 | 93/4 | 12

400 E18 MOG | 88090 LU400/MOG 24 MO. | 24,000 | 50,000 | 93/4 | 12
1000 E25 MOG 70710 LU1000/MOG 24 MO. | 24,000 | 140,000| 151/16 6

Ballasts for High Pressure Sodium Lamps

Cross Reference
NUMBER
OF BULBS VOLTS | CODE DESCRIPTION (ANSI) OSRAM UNIVERSAL QTY
(1) 358W HPS 120 71060 FIXER KIT - (576) LU35/120R 1233-251-0 1
(1) 50W HPS 120 71050 FIXER KIT - (568) LU50/120R 1233-35-0 1
(1) 70W HPS MULTI 71041 FIXER KIT - (S62) LU70/MULTI-KIT S70MLTLC3M500K 1
(1) 100W HPS MULTI | -71030M FIXER KIT - (S54) LU100/MULTI-KIT |  S100MLTLC3MS500K 1
(1) 150W HPS MULTI | 71180M FIXER KIT - (S55) LU150/MULTI-KIT |  S150MLTLC3M500K 1
(1) 250W HPS 5 TAP 71190 FIXER KIT - (850) LU250/SUPERS-KIT|  S250ML5ACM500K 1
(1) 400W HPS 5 TAP 71200 FIXER KIT - (851) LU400/SUPER5-KIT}  S400ML5ACM500K 1
(1) 1000W HPS MULTI 71210 FIXER KIT - (S52) LU1000/SUPERS5-KIT| S1000MLTAC4M500K 1

* All HID Ballast Kits available in 480V. * MultiTap = 120, 208, 240, 277 V.
*5 TAP = 120, 208, 240, 277, 480V

* Fixer Kit = Ballast, capacitor, starter, universal mounting brackets - where applicable. * Many more ballasts available, call for a quote.




OSRAM SYLVANIA - The Lighting Industry’s Ballast of Choice!

TS Electronic Ballast g:qeﬁﬁ
2, WhRR
. e
NUMBER
OF BULBS VOLTS| CODE DESCRIPTION (ANSI) OSRAM QTYy
(2) 28W PS5 MULTI | 49180S FP28T5 QTP2X28T5/UNV PSN 10
A ) (2) 54W T5 HO MULTI | 491308 FP54T5HO QTP2X54T5HO/UNV PSN 10
4 (4) 54W T5 HO MULTI | 491618 FP54T5HO QTP4X54T5HO/UNV PSN-HTW | 10

NL=no leads (plug in style)

T8 Program Start Low Power Ballast - Use with sensors or numerous onjoff cycles

NUMBER
OF BULBS VOLTS | CODE |WATTS| DESCRIPTION |QTY
(1) F32, F25, F17, T8 120/277 | 512248 | .- 25 QTP1X32T8/UNV PSX-TC| 10
(2) F32, F25, F17, T8 120/277 | 512248 47 QTP2X32T8/UNV PSX-TC| 10
(3) F32, F25, F17, T8 120/277 | 512248 73 QTP3X32T8/UNV PSX-TC| 10
(4) F32, F25, F17, T8 120/277 | 51227X 93 QTP4X32T8/UNV PSX-TC| 10
T8 High Efficiency Low Power Electronic Ballast 5 e
NUMBER i
OF BULBS VOLTS CODE |WATTS DESCRIPTION QTY
(1) F32, F25, F17, T8 120/277 |70940ELUNVS| 20/22/25 | QHE1X32T8/UNVISL-SC 10
(2) F32, F25, F17, T8 120/277 |70950ELUNVS| 38/42/48 | QHE2X32T8/UNVISL-SC 10
(3) F32, F25, F17, T8 120/277 |70960ELUNVS| 54/67/73| QHE3X32T8/UNVISL-SC | 10
(4) F32. F25, F17.78 | 120/277 |70970ELUNVS| 76/84/95| QHEAx32T/UNVISL-SC | 10
T8 Normal Power Ballasts : SYERT
. ) ) W N,‘“p.
NUMBER
OF BULBS VOLTS CODE WATTS DESCRIPTION QTY

(1) F32, F25, F17, T8 | 120/277 | 70940UNVS| 23/26/30 | QTP1X32T8/UNVISN-SC | 10
(2) F32, F25, F17, T8 | 120/277 | 70950UNVS) 23/26/30 | QTP1X32T8/UNVISN-SC | 10

(2) F32, F25, F17, T8 | 120/277 | 70950UNVS| 46/52/59 | QTP2X32T8/UNVISN-SC | 10
(3) F32, F25, F17, T8 | 120/277 | 70960UNVS| 67/76/86 | QTP3X32T8/UNVISN-SC | 10
(4) F32, F25, F17, T8 | 120/277 | 70970UNVS| 88/98/112 | QTP4X32T8/UNVISN-SC | 10
(2) FO96 120/277 | 49340UNVS 112 QTP2X59T8/UNVISN-SC | 10
(2) FO96/T8/HO 120 49347UNVG} - 145 GE286MAX-HO-N 10

T12 & T10 Electronic Ballasts

NUMBER
OF BULBS VOLTS | CODE | WATTS DESCRIPTION QTyY

(1) F40 T12, T10, F30T12 | 120 | 31050 35 1X40T12/120 10
(1) F40 T12, T10, F30T12 | 277 | 31051 35 1X40T12/277 10
(2) F40 T12, T10, F30T12 | 120 | 31083 71 2X40T12/120 10
(2) F40 T12, T10, F30T12 | 277 | 31085 71 2X40T12/277 10
(3) F40 T12, T10, F30T12 | 120 | 31060 107 3X40T12/120 10
(3) F40 T12, T10, F30T12 | 277 | 31061 107 3X40T12/277 10
(2) F96, F72, F48 120 | 70912 | 107/182 2X96/1201S 10
(2) F96/HO, F72HO 120 | 70920 | 170/205 2X96/120HO 10

If you don’t see what you’re looking for, call us for even more lamps and supplies!
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